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Abstract
The present invention provides new compounds for use in proton exchangemembranes which are able to
operate in a wide variety of temperature ranges, including in the intermediate temperature range of about 100°
C. to 700°C., andnew and improved methods of making these compounds. The present invention also
provides new and improved methods for making chalcogenide compounds, including, but not limited to, non-
protonated sulfide, selenide and telluridecompounds. In one embodiment, the proton conductivity of the
compounds is between about 10−8 S/cm and 10−1 S/cm within a temperature range of between about −50
and 500° C.
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COMPOUNDS FOR NOVEL PROTON 
CONDUCTING MEMBRANES AND 
METHODS OF MAKING SAME 
This application claims the bene?t under 35 U.S.C. 
119(e) of US. Provisional Application No. 60/398,768 ?led 
on Jul. 26, 2002, Which is hereby incorporated by reference 
in its entirety. 
STATEMENT OF GOVERNMENT RIGHTS 
This invention Was made With support of the United 
States Government under Department of Energy’s Hydro 
gen Program under Cooperative Agreement No. 
DE-FC3600GO10531. The Government has certain rights in 
this invention. 
FIELD OF THE INVENTION 
The present invention relates to compounds useful for 
membranes, and, in particular to compounds for novel 
proton conducting membranes and methods of making 
same. 
BACKGROUND 
Hydrogen-based fuel cells are becoming increasingly 
popular as an alternative to crude oil-based internal com 
bustion engines. Speci?cally, hydrogen can be converted to 
electricity through the use of a HZiO2 fuel cell. The 
by-product of this type of a fuel cell is Water, making this a 
“green” or environmentally friendly technology. At the heart 
of the fuel cell is the proton exchange membrane (PEM), 
Which transports protons from the anode to the cathode 
While providing electronic insulation betWeen them. There 
are many types of electrolyte materials, each With speci?c 
limitations. Generally, such materials either have too loW a 
proton mobility or don’t operate at a high enough tempera 
ture to be useful in fuel cells. 
Some of the most popular electrolyte materials are poly 
mer exchange membranes, phosphoric acid membranes, and 
solid oxide membranes. Polymer exchange membranes, or 
more speci?cally solid organic polymer poly 
per?uorosulfonic acids such as Na?onTM, require hydration. 
HoWever, this limits their operation to temperatures below 
1000 C., thus requiring the use of expensive noble metal 
catalysts such as platinum. These electrolytes also suffer 
from fuel cross-over due to their porous hydrated nature. 
Phosphoric acid membranes are typically operated from 
150° C. to 200° C. Being a liquid electrolyte, these mem 
branes suffer from membrane leakage and fuel cross-over 
problems. They also require the use of expensive platinum 
catalysts. Solid oxide membranes are typically operated 
betWeen 700° C. to 1000° C., Where the use of platinum as 
an electrode material can be reduced. This temperature range 
is used to achieve the desired oxide anion conductivity. 
These membranes being solid in nature do not suffer from 
fuel cross-over problems. With these current fuel cell mem 
brane materials, hoWever, there remains a temperature 
region betWeen about 100° C. and 700° C. that currently no 
one membrane can provide for optimum performance. In 
this temperature range, anhydrous proton conductors are 
desirable. 
Thus, What is needed are neW compounds for use in 
proton exchange membranes Which are able to operate in a 
Wide variety of temperature ranges, including in the inter 
mediate temperature range of about 100° C. to 700° C., and 
neW and improved methods of making these compounds. 
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SUMMARY 
The present invention provides neW compounds for use in 
proton exchange membranes Which are able to operate in a 
Wide variety of temperature ranges, including in the inter 
mediate temperature range of about 100° C. to 700° C., and 
neW and improved methods of making these compounds. 
The present invention also provides neW and improved 
methods for making chalcogenide compounds, including, 
but not limited to, non-protonated sul?de, selenide and 
telluride compounds. In one embodiment, the proton con 
ductivity of the compounds is betWeen about 10-8 S/cm and 
10'1 S/cm Within a temperature range of betWeen about —50 
and 500° C. 
In one embodiment, the compound is any cation-modi?ed 
hydrogen thiogermanate having the Ge4S 104- complex ion. 
In one embodiment, neW protonated compounds made 
according to the present invention include, but are not 
limited to hydrogen-modi?ed thiogermanate compounds 
With the Ge4S1O4_ complex ion having the formulas: HxCs 
(4_x)Ge4S1O.yH2S.ZH2O, HxRb(4_x)Ge4S 1O.ZH2O and HXK(4_ 
x)Ge4SlO.ZH2O, Wherein 0<x§4, Oéyél and Z20. Such 
compounds can therefore have either an adamantane-like or 
double-decker Ge4S1O4_ structural unit. In one embodiment 
the compounds are hydrated such that Z>0. In a particular 
embodiment, x=4 and Z>0 and the compound is a hydrated 
thiogermanic acid, H4Ge4SlO.ZH2O. Such a compound can 
have either a double-decker or adamantane-like structural 
unit. In one embodiment Z=0, and x=4 and the compound is 
the anhydrous thiogermanic acid, H4Ge4S1O, having an 
adamantane-like structural unit. In one embodiment the 
H4Ge4Sl0 has a conductivity value of about 10-10 S/cm 
(Qcm)_l at 250° C. 
In one embodiment, Z=0 and x=4 and the compound is the 
anhydrous thiogermanic acid, H2Ge4S9, having a double 
decker structural unit. In one embodiment, the H2Ge4S9 has 
a conductivity value of about 10-8 S/cm at 360° C. 
In one embodiment, the compound is HXMoSZH/ZJFZ, 
Wherein 12x22 and 0.5 222 1. In a particular embodiment, 
the compound is a thiomolybdic acid, including either 
anhydrous or hydrated forms. In one embodiment, the 
thiomolybdic acid has a conductivity value of about 0.45 
S/cm at 100° C., although the conductivity of this compound 
is thought to be largely electronic in nature. 
Thiogermanic acid can also serve as a proton source 
material to synthesiZe other proton conductors. The net 
result is to create glass/ceramic or ceramic structures With 
stable SiH groups. IR and Raman spectroscopy have been 
used to determine the structure of these materials. Structural 
modi?cations can also be carried out to maximiZe the proton 
concentration and decrease proton-bonding energy. 
In one embodiment, various protonated chalcogenide 
materials are obtained from liquid HZS, H2Se and/or H2Te 
reactions With a variety of precursor materials. In another 
embodiment, various crystalline sul?des, selenides and tel 
lurides are also obtained from liquid H2S, H2Se and H2Te 
reactions, respectively, With a variety of precursor materials. 
In one embodiment, the precursor compounds are used 
individually as commercially supplied. In another 
embodiment, the precursor has a purity in excess of 99 mole 
%. This includes precursors selected from the group con 
sisting of chalcogenides, halides, and any combination 
thereof, to produce a protonated chalcogenide or unproto 
nated crystalline sul?de, selenide and/or telluride. In one 
embodiment, precursors are selected from the group con 
sisting of an oxide, sul?de, hydroxide, ?uoride, chloride, 
iodide, bromide, and any combination thereof, to produce a 
thio-acid, a hydrosul?de or a sul?de. 
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Structural modi?cations to the precursor can also be 
carried out to maximize the proton concentration and 
decrease proton-bonding energy in the membrane material. 
In one embodiment, the invention provides a method com 
prising providing a glass phase, ceramic phase or glass/ 
ceramic phase and alloWing this precursor phase to proto 
nate in liquid H2S, H2Se or H2Te to produce a protonated 
membrane material Which is chemically and thermally 
stable. In one particular embodiment, various chalcogenide 
compounds are solid-state reacted to form a precursor mate 
rial. This only Works if one or more of the precursors 
produce a protonated chalcogenide upon reacting With liquid 
HZS, H2Se or H2Te, for example, GeS2QH4Ge4SlO. 
Examples of such compounds that can be solid-state reacted 
include, but are not limited to, various sul?de, oxysul?de, 
and/or oxide compounds. 
In another embodiment, the glassy, glass-ceramic, and/or 
crystalline precursor materials are tailored to obtain speci?c 
crystalline and/or glass-ceramic reaction products. In one 
embodiment, the resulting glassy, glass-ceramic, or crystal 
line precursor materials are reacted With liquid H2S, H2Se or 
H2Te to incorporate protons into the structure. As an 
example, glasses can be made of Cs2Ge4S9, Rb2Ge4S9, 
K2Ge4S9 to serve as precursor materials for H2Cs2Ge4S 1O, 
H2Rb2Ge4SlO, and H2K2Ge4S 10, respectively, through reac 
tions With liquid H2S. In another embodiment, the resulting 
glassy, glass-ceramic, or crystalline precursor materials can 
be reacted With liquid HZS, H2Se or H2Te to produce 
crystalline sul?de, selenide or telluride materials, respec 
tively. 
In one embodiment, the reacting step occurs in a closed 
one-end tube located inside a reaction vessel. In yet another 
embodiment, the reaction vessel has a reusable sealing 
mechanism. The method can further comprise placing the 
precursor in the reaction vessel; draWing a vacuum inside 
the reaction vessel; cooling the reaction vessel; ?lling the 
reactor With the hydrogen sul?de, hydrogen selenide or 
hydrogen telluride gas; alloWing the gas to liquefy and/or 
solidify; and alloWing the reactor to Warm to any suitable 
reaction temperature; and alloWing the reaction to proceed 
Wherein a protonated chalcogenide or crystalline sul?de, 
selenide or telluride is produced. Examples include, but are 
not limited to, a thio-acid, hydrosul?de or sul?de. In one 
embodiment, the reaction vessel is cooled. In a particular 
embodiment, the reaction vessel is cooled to less than about 
—60° C. In one embodiment, the method further comprises 
opening the reactor inside an oxygen- and Water-free glove 
box after the reaction is complete. The products produced 
according to the novel method of the present invention 
typically have a purity in excess of 92%. Purity can be 
increased even further by methods described herein. 
The net result is to create ceramic or glass/ceramic 
structures With structural incorporated protons (protonated) 
or Without protons (unprotonated) crystalline sul?des, 
selenides or tellurides. Some of these protonated materials, 
such as various thio-acids or sul?de-based materials doped 
With hydrogen sul?de (HZS), have been found to be rela 
tively stable in air and Water, Which is a requirement for 
H2402 fuel cell use. (Structural characterization of the 
obtained protonated materials Was carried out using IR and 
Raman spectroscopies, DSC, TGA, and X-ray diffraction). 
The protonated compounds or membrane materials pro 
duced according to one embodiment of the novel method of 
the present invention can easily be converted to membranes, 
to provide electrochemical characterizations. One method 
involves pressing ?ne poWders into a pellet. Other methods 
Which are variations of this technique knoWn in the art can 
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also be used. In one embodiment, the Well-knoWn method of 
thin ?lm processing is used to process thin ?lms of the 
membrane materials. By using carefully controlled glass 
ceramic and/or ceramic processing, the anisotropy and tex 
ture of the nanostructures of the membrane materials can be 
tailored to the perpendicular direction of the thin membrane 
?lm, thereby optimizing the conductivity. The mechanical 
properties may also be optimized through the generation of 
a tWo-phase glass-ceramic and/or ceramic membrane With a 
carefully controlled and ?ne-grained nanostructure. 
Ideally, these membranes Will be useful in fuel cells at 
temperatures betWeen about 100° C. and 700° C. In other 
embodiments, the membranes may be useful at temperatures 
less than 100° C., such as approximately 00 C., particularly 
in applications such as puri?ers. In one embodiment, the 
invention provides a chemically and thermally stable mem 
brane comprising a glass material, ceramic material or 
glass/ceramic material adaptable for use in a fuel cell at a 
temperature of betWeen about —60° C. and 700° C., the 
material having a proton conductivity of betWeen about 10'6 
to 10'1 S/ cm. In other embodiments, the proton conductivity 
may be greater than 10-3 S/cm, such as about 10-1 S/cm. In 
yet other embodiments, depending on the particular 
application, proton conductivities as loW as about 10-7 S/cm 
are used, although such conductivities are likely too loW for 
fuel cell applications, but perhaps useful for hydrogen 
sensors. 
Being solid in nature, these membranes are not expected 
to exhibit fuel cross-over problems. Because of their inher 
ent increased thermal-mechanical stability, the thermal and 
electrochemical stability of these membranes may be supe 
rior to that of Na?onTM and Na?onTM-like polymer mem 
branes above 100° C. The compounds and protonated mem 
branes described herein are useful in a variety of 
applications, as is knoWn in the art, including fuel cell 
applications, reformers, puri?ers, sensors, and the like. 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a cross-sectional vieW of a square collar reactor 
connected to external equipment and used for liquid H2S 
reactions in an embodiment of the present invention. 
FIG. 2 shoWs far-IR and mid-IR spectra of hydrogen 
alkali thiogermanates in embodiments of the present inven 
tion. 
FIG. 3 shoWs Raman spectra of hydrogen alkali thioger 
manates in embodiments of the present invention. 
FIG. 4 is an Arrhenius temperature dependent plot of d.c. 
conductivity values for hydrated forms of speci?c hydrogen 
alkali thiogermanates, thiogermanic acids, and barium 
hydrosul?de in embodiments of the present invention. 
FIG. 5 is an Arrhenius temperature dependent plot of d.c. 
conductivity values for the anhydrous heavy alkali hydro 
sul?des in embodiments of the present invention. 
FIG. 6 is an Oak Ridge (Molecular Lab) Thermal Ellip 
soid Program (Molecular Modeling) (ORTEP) draWing of 
the Ge4SlO4_ anion for the thiogermanic acid H4Ge4S1O 
shoWing 50% probability thermal ellipsoids, With H atoms 
omitted for clarity in an embodiment of the present inven 
tion. 
FIG. 7 is an Arrhenius temperature dependent plot of d.c. 
conductivity values for speci?c anhydrous hydrogen alkali 
thiogermanates in embodiments of the present invention. 
FIG. 8 is an Arrhenius temperature dependent plot of d.c. 
conductivity values for the thiomolybdic acid in an embodi 
ment of the present invention. 
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FIG. 9 is an Arrhenius temperature dependent plot of d.c. 
conductivity values for the 0.l4Ga2S3+0.86GeS2+xH2S sys 
tem in an embodiment of the present invention. 
FIG. 10 is anArrhenius temperature dependent plot of d.c. 
conductivity values for the 0.05MoS2+0.95GeS2+xH2S sys 
tem in an embodiment of the present invention. 
DETAILED DESCRIPTION 
The present invention provides novel compounds for 
proton conducting membranes and neW synthesis methods 
for producing these and knoWn chalcogenide compounds. 
The membranes, in turn, are useful as fuel cell electrolyte 
membranes and other applications. The present invention 
also provides a neW method of making existing compounds, 
such as thio-acids, sul?des and hydrosul?des using liquid 
H2S, and provides for their use in proton conducting mem 
branes. These methods of making include the use of 
precursors, such as oxide and sul?de precursors, among 
others. For example, oxide precursors identi?ed as having a 
thio-acid analog (as de?ned beloW) have been tested for 
conductivity as Well as thermal and chemical stability. For 
example, the reaction of GeO2 With liquid H2S at room 
temperature produces H4GelOS1O.xH2O With a conductivity 
of about 103 S/cm at room temperature, Wherein 0<x<9. 
This compound appears to lose the intercalated H2O at 
temperatures near 100° C., to yield the thiogermanic acid 
H4Ge4S1O or H2Ge4S9 Which have conductivities of about 
10-10 S/cm at 2500 C. and 10-8 S/cm at 3600 C., respec 
tively. 
De?nitions 
The term “thio-acid” as used herein, refers to inorganic 
MaSbHC or HdAaMbSc compounds Wherein M is a metal or 
metalloid and A is any metal cation, including, but not 
limited to, H4Ge4S1O, H2Ge4S9, H3CsGe4S1O, H3RbGe4SlO, 
H3KGe4SlO, H2MoS4, NaSH, KSH, RbSH, CsSH, Ba(SH)2. 
These compounds can be assigned speci?c thio-acid names, 
such as thiogermanic acid, thiomolybdic acid, thioboric (or 
metathioboric) acid, and so forth. The speci?c naming for 
the alkali and alkaline earth metals is slightly dilferent, i.e., 
potassium hydrosul?de, cesium hydrosul?de, barium 
hydrosul?de, etc. 
The term “sulfur analog” as used herein, refers to oxide 
compounds in Which the oxygen is replaced by sulfur to 
become a sul?de compound. For example, the sulfur analog 
of In2O3 is In2S3. 
The term “thio-acid analog” as used herein, refers to 
sul?de, oxide, or hydroxide compounds that produce thio 
acids as de?ned above When reacted in solution With liquid 
H2S. 
The term “adamantane-like” as used herein, refers to 
inorganic materials With a structure unit resembling that of 
adamantane, Which is the organic compound ClOHl6. 
The term “membrane material” as used herein, refers to a 
“protonated” material or compound, i.e., a material or com 
pound having mobile proton species. Examples include 
thio-acids and hydrosul?des. A membrane material is pro 
duced When protons are added in a protonation step to the 
chemical structure of the material. For example, in one 
embodiment of the present invention a glass, ceramic or 
glass/ceramic material is reacted With liquid hydrogen sul 
?de to produce a membrane material. 
The term “membrane” as used herein refers to proton 
conducting solid electrolytes, Which can otherWise be 
described as a densi?ed or solid thin ?lm of membrane 
material, typically less than one (1) mm in thickness, used 
for electrochemical characterization of membrane electrode 
assembles (MEA). 
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The term “material” as used herein refers to a glass, 
glass/ceramic, or ceramic phase or compound Without struc 
turally incorporated protons. 
The term “sul?de” as used herein refers to compounds 
consisting of the element sulfur, and no other chalcogen. 
The term “selenide” as used herein refers to compounds 
consisting of the element selenium, and no other chalcogen. 
The term “telluride” as used herein refers to compounds 
consisting of the element tellurium, and no other chalcogen. 
The term “chalcogenide” as used herein refers to com 
pounds consisting of elements from group VIA (Chemical 
Abstract Service version) of the periodic table including 
oxygen, sulfur, selenium, tellurium and any combination 
thereof. 
The term “halide” as used herein refers to compounds 
consisting of the elements from group VIIA (Chemical 
Abstract Service version) of the periodic table including 
?uorine, chlorine, bromine, iodine and any combination 
thereof. 
Methods of Preparation 
In one embodiment, the method for preparation of pro 
tonated chalcogenides, sul?des, selenides and tellurides, 
according to the present invention includes placing com 
mercial chalcogenide poWders of high purity, i.e., typically 
in excess of 99 mole %, in a closed one-end tube, such as an 
alumina tube Which, in turn, is placed inside a reaction 
vessel, i.e., reactor. FIG. 1 provides a simpli?ed cross 
sectional vieW of a typical reactor 100 connected to control 
equipment, although the invention is not so limited. This 
reactor design, hoWever, incorporates certain features, such 
as high temperature re-usability, sealing capability and vari 
ous other safety features important for safe operation, par 
ticularly When operating at high temperatures. 
In the embodiment shoWn in FIG. 1, the reactor 100 is 
comprised of an outer metal tube (reactor tube) 102 and a 
removable inner tube 104 With a sealing unit 105 surround 
ing the outer circumference of the upper portion of the outer 
tube 102. In this embodiment, the sealing unit 105 is 
comprised of a reactor top 106, a shear collar 108 integral 
With the outer tube 102, a square collar 109 secured by four 
pairs of bolts 116 and nuts 118 located at each comer of the 
reactor top 106 and one or more seals 110 located betWeen 
the top of the outer tube 102 and the reactor top 106, as 
shoWn, although the invention is not so limited. Any suitable 
combination of components in any suitable con?guration 
can be used as the sealing unit 105 as long as the reactor 100 
can perform its intended function. 
In this embodiment, a vacuum is draWn on the reactor 
contents through an inlet and outlet line 111 by vacuum 
means knoWn in the art, although the invention is not so 
limited. Reactions can also take place under any suitable 
pressure, including under ambient conditions. In an altema 
tive embodiment, a ?ller gas, such as helium or nitrogen, is 
used to produce a higher pressure phase in the reaction 
product or to increase the reaction rate, depending on the 
kinetics. 
The removal of air to create the vacuum (and the How of 
components into the reactor 100) is controlled by a needle 
valve 112, such as the valves made by SWagelock Co. having 
of?ces in Solon, Ohio. Pressure Within the reactor 100 is 
monitored by a pressure gauge 114. After evacuating the 
contents of the reactor 100, the outer tube 102 is placed 
inside a liquid nitrogen deWer and cooled to liquid nitrogen 
temperatures. At this point, HZS, H2Se or H2Te gas (and/or 
other reactant precursor gases such as boron chloride) may 
be back-?lled into the reactor 100 via the inlet and outlet line 
111, again With the pressure monitored by the pressure gauge 
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114. The loW liquid nitrogen temperatures allow the gas 
inside the reactor to obtain a liquid and/or solid phase. The 
reactor 100 may then be Warmed by any suitable means such 
as under ambient conditions or in a furnace, to a suitable 
temperature for the reaction to proceed. Reactions can take 
place under any suitable pres sure and temperature, including 
under ambient conditions. 
Preferably, the reactor 100 has a re-usable sealing mecha 
nism. In the embodiment shoWn in FIG. 1, bolts 116 having 
nuts 118 are provided at each comer of the square collar 109 
to provide the re-usable sealing mechanism. The bolts 116 
function to hold the reactor top 106 onto the outer tube 104 
via the shear collar 106. Thus, the square collar 109 supplies 
the load from the bolts 116 to the outer tube 102 via the shear 
collar 106. In this embodiment, four bolts 116 are used (tWo 
shoWn in FIG. 1), although additional or even feWer bolts 
can be used, as desired, for different reactor designs. Proper 
selection of bolt siZe and number is important, hoWever, to 
insure adequate strength for the applied load from the square 
collar 109. In other Words, the yield strength of the bolts 116 
must be greater than the applied load exerted by the gaseous 
phase on the square collar 109. In most embodiments 
utiliZing this type of re-usable sealing mechanism, the bolts 
116 Will have a diameter of at least about 0.25 in and a length 
of about 0.75 to six (6) in, although the invention is not so 
limited. In one embodiment, 0.375 in-diameter bolts, having 
a length of about 3.5 in are used When the outer tube 102 has 
an inside diameter of about one (1) in. 
Any suitable material that can Withstand high tempera 
tures and is corrosion resistant to HZS, H2Se and H2Te and 
sul?de, selenide and/or telluride vapors can be used for the 
outer tube 102. Preferably the material used is economical 
and easily machineable. In one embodiment, stainless steel 
316 is used. This material provides adequate corrosion 
resistance up to approximately 400° C. and is easily 
machined. At higher temperatures the reaction With the iron 
becomes signi?cant and so materials must be even more 
carefully selected. In such embodiments, a liner or coating 
made from a metal, (e. g., tantalum), ceramic (e. g., aluminum 
oxide, Al2O3), or amorphous material (e.g., vitreous carbon 
or silica) is used to line the outer tube 102. 
The outer tube 102 can have any suitable thickness. In a 
particular embodiment, the outer tube 102 has a Wall thick 
ness of approximately 0.2 in. Reactor hoop stress (i.e., the 
stress in the reactor tube Wall acting circumferentially in a 
plane perpendicular to the longitudinal axis of the reactor 
tube) is produced by the pressure of the gaseous reactants 
and is normally used as the limiting stress for safety 
calculations, as is knoWn in the art. 
The siZe of the outer tube 102 can also vary according to 
the reactor design. For most experimental operations, the 
outer tube 102 has an inside volume of betWeen about 50 and 
100 mL. In one embodiment, the outer tube 102 has a 
volume of about 78 mL. 
The inner tube 104 Which holds the sample can be made 
from any suitable material able to Withstand reaction con 
ditions. In one embodiment the inner tube 104 is made from 
alumina, silica, polytetra?uoroethylene (i.e., Te?on®). In 
one embodiment, the tube is an alumina tube designed to be 
removeably secured inside the inner volume of the outer 
tube 104 as shoWn in FIG. 1. 
The shear collar 108 of FIG. 1 is round in geometry, 
although the invention is not so limited. The shear collar 108 
can have any suitable thickness as long as it can resist the 
shear forces to Which it is exposed during operation. In 
embodiments that operate at the vapor pressure of H28 at 
room temperature, the shear collar 108 is at least about 0.25 
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in in thickness. In a particular embodiment, the shear collar 
108 has a thickness of about 0.625 in. In other embodiments, 
a shear collar 108 is not required, and the reactor top 106 can 
be attached to the outer tube 102 directly through the bolts 
116 or other mechanical sealing mechanisms knoWn in the 
art. 
Any suitable type of seal 110 can be used to seal the 
reactor 100. In one embodiment, the seal 110 is an o-ring 
designed for temperatures beloW about 230° C. In a particu 
lar embodiment the seal is a Te?on® brand ?uorinated 
ethylene propylene (FEP) o-ring. In another embodiment, 
the seal 110 is a copper Washer-carbon disk composite 
gasket for higher temperature operation. In yet another 
embodiment, the seal is a Viton® brand o-ring Which are 
knoWn to be useful for room temperature reactions Which 
can last up to four Weeks. 
In operation, a vacuum is ?rst draWn inside the reactor 
100, Which is then cooled by any suitable means, such as 
With liquid nitrogen as described above. The reactor is then 
typically ?lled With H2S, H2Se or H2Te gas, such as 99.5% 
pure gas manufactured by Matheson Tri-Gas Co., having 
of?ces in Montgomeryville, Pa. The reactions can take place 
at room temperature Where liquid HZS, H2Se or H2Te is 
present in the reactor under its oWn vapor pressure. In other 
embodiments, the temperatures can be about —78 to 230° C. 
The reactants and/or products may be in solution/ suspension 
With the liquid HZS, H2Se or H2Te. After the designated 
reaction time, resulting HZSiHZO solutions may be evapo 
rated through an aqueous solution of NH4OH to obtain 
NH4SH. The NH4SH solution may then be reacted With 
H202 to obtain NH4OH and S8 according to the reactions: 
In another embodiment H2S, H2Se or H2Te from the 
resulting reaction solution is recycled by implementing 
drying materials such as silica gel, anhydrous calcium 
chloride, such as calcium chloride made by DampRid. Inc., 
having of?ces in Orlando, Fla. In another embodiment 
anhydrous calcium sulfate made by W.A. Hammond Drierite 
Co. LTD. having of?ces in Xenis, Ohio, is used. In yet other 
embodiments, selective pressure sWing absorption (PSA) 
materials or molecular sieves including 3 A potassium 
Zeolite, or appropriate cold traps (—60° C.<T<0° C.) for H2O 
are used to recycle the HZS, H2Se or H2Te. 
In one embodiment, after removal of the H28, H2Se or 
H2Te solution, the reactor 100 is removed from the control 
equipment and opened inside an oxygen and Water free 
glove box (<5 ppm) Where mass measurements of the 
resulting product can be recorded as a function of time. 
Intercalated H2O may take up to ?ve (5) days to dissipate at 
room temperature. HoWever, vacuum drying or heating the 
samples to about 100° C. With about 100 mTorr vacuum may 
be used to speed this process doWn to about one (1) day in 
duration. Water in the resulting product may be identi?ed by 
infrared spectroscopy, With an OiH stretching mode 
betWeen about 3300 and 3600 cm“1 and a H4OiH bend 
ing mode around 1620 cm“. Thio-acids and hydrosul?des 
may be identi?ed from the presence of the SiH stretching 
mode around 2500 cm-1 (assuming an electronic insulator 
material). Further characteriZations including Raman 
spectroscopy, thermogravimetric analysis, differential scan 
ning calorimetry and X-ray diffraction may be performed to 
identify the product. 
Methods of increasing the solubility and/or reaction rate 
include: increasing the reaction temperature or adding small 
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amounts of H20, NH3, HCl, HI, HBr, etc. to the reactants. 
Methods of purifying the products may include recycling 
and reusing the H28, H2Se or H2Te liquid With longer 
reactions times. Examples of speci?c syntheses are found in 
the Examples. 
The novel methods of the present invention comprise 
reacting liquid H2S, H2Se or H2Te With chalcogenide or 
halide precursor materials to create protonated 
chalcogenides, sul?des, selenides and tellurides. The proto 
nated chalcogenides may then be mixed thermally With other 
chalcogenide materials in a suitable mixing container to 
produce a glass material (e.g., if cooled rapidly) or ceramic 
material (e.g., if cooled sloWly). In one embodiment, the 
suitable reacting container is an evacuated silica tube. In 
other embodiments, the mixing container is a carbon cru 
cible in a Water and oxygen-free glove box or any other 
means knoWn to those skilled in the art. It is also possible to 
react various chalcogenide compounds in a silica tube to 
produce a glass, glass/ceramic or ceramic material, and then 
react that product With liquid HZS, H2Se or H2Te. This is 
possible, for example, When one or more of the chalco 
genides produces a chalcogenide-acid or 
hydrochalcogenide, e.g., GeS2QH4Ge4S1O. For example, 
the ceramic material BaGeS3 may protonate in liquid H2S to 
produce a chemically and thermally stable membrane mate 
rial or material useful in membrane applications. 
Compounds 
Various chalcogenide precursors, as Well as halide 
precursors, and any combination thereof, can be reacted With 
liquid H2S, H2Se or H2Te at room temperature for various 
lengths of time. As described in the examples beloW, 25 
oxide and hydroxide precursors Were tested, although it is 
likely many other types of precursors can be used to produce 
useful thio-acids other than the thio-acids produced herein. 
Referring to the examples, hoWever, of the 25 tested, 14 
formed sul?de products in solution With liquid H2S, While 
the remaining 11 appeared to be relatively inert. Of these 14, 
seven (7) formed thio-acids or hydrosul?des, namely: 
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H4Ge4Sl0 or H2Ge4S9, H2MoS4 or 2Mo2S5, 3H2S, NaSH, 
KSH, RbSH, CsSH Ba(SH)2.xH2O, With some compounds 
forming more than one product. Sul?de precursors Were also 
used to form thio-acids, e.g., H4Ge4S1O, H2CaGe4SlO, 
H2SrGe4S1O, H2BaGe4S1O, H2Cs2Ge4S1O.xH2S, 
H2Rb2Ge4Sl0 and H2K2Ge4SlO. 
This method of liquid H2S reactions has also proven 
effective at increasing the total number of SiH bonded 
protons in sul?de materials that have one or more com 
pounds Which form thio-acid analogs (e.g. GeS2+Ga2S3 
glasses With thiogermanic acid analog). HoWever, increasing 
the mobility has proved more challenging, although mixed 
proton sites may prove to be useful in increasing mobility. 
For example, BaXGeyS(X+2y) crystals possess tWo available 
proton sites since both BaS and GeS2 compounds have 
thio-acid analogs. Additionally, inert medias (e.g. GeS2, 
Ga2S3, As2S3, SiO2, A1203, etc.) may be mixed With good 
proton conducting compounds. Various thio-acids may be 
good proton conductors (e.g. CsSH, RbSH, and KSH) but 
exhibit extreme solubility in Water and extreme ductility at 
raised temperatures (up to 4250 C.). Suited in a glassy matrix 
With preferential inert properties, these problems may be 
addressed. A primitive proton conducting ordered phase may 
also be possible out of the H4Ge4S1O unit When hydrogen 
atoms are replaced With large alkali metal cations (e.g. K, 
Rb, Cs, etc.) in solution. 
Table 1 summarizes the various precursor reactions With 
liquid H2S that Were tested herein, although the invention is 
not so limited. Various characterizations Were done on each; 
Which included total mass increase, Raman, IR, TGA, DSC 
and XRD. As is discussed herein, the present invention 
further provides at least tWo neW thio-acids, namely, thioger 
manic acid and thiomolybdic acid, formed via the methods 
described herein. It is expected that other novel thio-acids 
may also be formed according to the methods of the present 
invention. Detailed data from these experiments can be 
found in the Examples beloW. 
TABLE 1 
OXIDE/HYDROXIDE 
PRECURSORS 
Various Precursor Reactions With Liquid H7S 
SULFIDE PRECURSORS BROMIDE/CHLORIDE/IODIDE 
W03 —> W83 or W82 
V205 —> V285 or VS2 
TiO2 —> no reaction 
P205 —> no reaction 
ZrO2 —> no reaction 
La2O3 —> no reaction 
SnO2 —> no reaction 
H2SiO3 —> no reaction 
Al(OH)3 —> no reaction 
Eu2O3 —> no reaction 
Ce2O3 —> no reaction 
B203 —> no reaction 
H3BO3 —> no reaction 
BBr3 —> HBS2 
BCl3 —> HBS2 
Snl2 —> no reaction 
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As noted above, the present invention provides, in one 
embodiment, measurable proton conductivity in hydrous 
and anhydrous chalcogenide samples and further demon 
strates thermal and chemical stability. In developing neW 
proton conducting membrane materials, it is important to 
test the diffusion behavior of protons in the respective 
materials. Proton conducting samples can be tested using 
a.c. impedance measurements. Proton self-di?fusion coe?i 
cients of these proton conducting samples can be determined 
from Hl-NMR spin-echo pulse sequences With magnetic 
?eld gradient pulses. Thermal and chemical stability of these 
proton conducting samples can be measured using thermo 
gravimetric analysis Where non-reactive atmospheres, such 
as nitrogen or argon, can be used to determine the thermal 
stability of the sample, and reactive atmospheres of oxygen 
and Water vapor can be used to determine the chemical 
stability of the sample. Thereafter, for samples possessing 
both good proton conductivity and thermal and chemical 
stabilities, a Working membrane can be fabricated to Which 
a pressure differential of hydrogen can be applied. 
In all the Examples described herein, various protonated 
sul?de materials Were obtained from liquid H2S reactions 
With a variety of precursor materials. Various crystalline 
sul?de materials Were also obtained from liquid H2S reac 
tions With a variety of precursor materials. Precursor mate 
rials tested herein include sul?des (Examples 245), oxides 
(Examples 2, 3, 5 and 6) and hydroxides (Example 1). 
Additionally, the glassy and/or crystalline precursor mate 
rials Were tailored to obtain speci?c crystalline and/or glass 
ceramic reaction products, as described in Examples 4 and 
5. Speci?cally, various sul?de and/or oxide compounds Were 
solid state reacted, e.g. inside evacuated silica tubes. 
(Examples 2, 4 and 5). In other tests, the compounds Were 
used individually as commercially supplied. (Examples 143 
and 6). The resulting glassy, glass-ceramic, or crystalline 
precursor materials Were then reacted With H2S to incorpo 
rate SiH bonds into the structure and produce membrane 
materials. 
Generally, the reaction time Was found to be very depen 
dent on the Water content, both impurity or added, in the 
HZS. Additionally, the reaction temperature can be 
increased, such as Was done in Example 2, to increase the 
reaction rate. After the designated reaction time, the result 
ing HZSiHZO solution Was evaporated through an aqueous 
solution of NH4OH. In many cases, such as in Examples 2, 
4 and 6), the initial reaction product Was a protonated sul?de 
material, an unprotonated reaction product obtained from 
longer reaction times. The resulting reaction products had 
various impurity and/ or intercalated products, depending on 
the starting precursor materials, e.g., H2S and H20. Vacuum 
drying or other suitable distillation and/or precipitation 
reactions Were used to purify the reaction products. 
FIG. 2 shoWs the far-IR and mid-IR spectra of hydrogen 
alkali thiogermanates in various embodiments of the present 
invention. The far-IR presents vibrational bands of the 
adamantane-like unit cage, Whereas the mid-IR presents 
bands attributed to SiH stretching mode. A broad mode at 
about 2250 cm“1 is observed for the cesium modi?ed 
systems suggesting strong hydrogen bonding of intercalated 
H2S. Details of these compounds are discussed beloW in 
Examples 2 and 4. 
FIG. 3 shoWs Raman spectra of hydrogen alkali thioger 
manates in various embodiments of the present invention. 
The loWer frequency (<500 cm_l) vibrational bands are 
consistent With adamantane-like Ge4S1O4_ anions terminated 
by a mix of hydrogen and alkali cations. In the higher 
frequency region, a SiH stretching mode is observed about 
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2500 cm_l. Details of these compounds are discussed beloW 
in Examples 2 and 4. 
Uses 
As noted above the protonated membranes containing the 
compounds described herein are useful in fuel cell applica 
tions. HoWever, as those skilled in the art understand, the 
ability of a membrane to transport protons is also useful in 
hydrogen reformers, puri?ers and sensors. 
The present invention Will be further described in the 
folloWing non-limiting Examples: 
EXAMPLE 1 
Reactor 
A reactor similar to the reactor shoWn in FIG. 1 Was used 
for all Examples described herein. This particular reactor 
Was made of stainless steel type 316 material. Bolt siZes of 
0.375-in diameter and 3.5 in in length Were used. The outer 
tube (102 in FIG. 1) had an inside diameter of approximately 
1.05 in and a Wall thickness of about 0.23 in. A Te?on® 
brand FEP o-ring Was also used as the seal (110) betWeen the 
outer tube and the square top (102 and 106, respectively, in 
FIG. 1). An alumina tube (104) Was used to hold the samples 
and the total free volume inside the reactor, i.e., free volume 
of the outer tube 102 With the inner tube 104 inside Was 
approximately 72 mL (i.e., the volume of the outer tube 102 
Was 78 mL, With the inner alumina tube 104 having a six (6) 
mL volume. 
Structural Characterization 
Structural investigations of the reaction products for all 
Examples Were performed using a Bruker IFS 66v/S Far-IR 
and Mid-IR spectrometer and a Bruker RFS 100/S Raman 
spectrometer. Various vibrational modes may be IR, Raman, 
or active With both spectroscopy methods. Additionally, 
XRD Was performed on single crystals and/or poWders. 
Structural investigations before and after exposure Were 
used to determine stability With H20 and O2. Exposure time 
varied from a feW hours to one month depending on reac 
tivity of the select samples. 
Conductivity Measurement 
a.c. impedance data Was collected on the protonated 
reaction products, i.e., membrane materials, in all Examples 
in the same manner. Additionally, the conductivity of the 
precursor materials Was measured to determine if the pro 
tonation has indeed increased the conductivity. A Gamry 
PC4/ 750 potentiostat Was used in the frequency range of 0.2 
HZ to 100 kHZ using 0.5 V amplitude on pressed poWder 
samples. Hardened steel blocking electrodes pressed into a 
Te?on sleeve sealed the cooled hydrous and anhydrous 
poWder samples for liquid nitrogen temperatures up to 290° 
C. An alumina tube Was used to contain anhydrous poWder 
samples for higher temperature measurements up to 5000 C. 
Sixty (60) mg to 100 mg of each sample Was pressed inside 
the 14 inch ID Te?on sleeves or alumina tubes using about 
82 kpsi of pressure With pellet thickness ranging from 0.6 
mm to one (1) mm. Constant contact pressure Was main 
tained on the pellet/electrode assembly during the measure 
ment by a metal frame insulated from the electrodes With 
Te?on or alumina. During the measurement, the sample Was 
contained in a silica cell that maintained about one atmo 
sphere pressure of helium. Cold measurements Were per 
formed by dipping the bottom of the cell in liquid nitrogen 
and alloWing the liquid nitrogen to sloWly evaporate over a 
period of about 12 hours; data Was collected every 50 C. 
While the cell Warmed to room temperature. Above room 
temperature, the bottom of cell Was placed in a custom-built 
crucible furnace. Data Was collected after the sample tem 
perature stabiliZed for half an hour using increments of 10° 
C. or 15° C. 
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Thermal Stability 
A Perkin Elmer Thermogravimetric Analyzer TGA 7 
(TGA) and a Perkin Elmer Differential Scanning Calorim 
eter Pyris 1 (DSC) Were used to determine the thermal 
stability of the protonated reaction products in all Examples, 
including decomposition, sublimation, crystalliZation, and 
glass transition temperatures. For purposes of these 
experiments, the thermal stability limit is de?ned as the 
maximum temperature in an inert atmosphere With no 
decomposition or sublimation. Nitrogen Was used as the 
sample purge gas to prevent any oxidation reactions for all 
experiments. For DSC experiments 5 mg to 15 mg of ?ne 
poWder Was sealed inside crimped aluminum sample pans. 
For TGA experiments about 25 mg of each sample Was 
placed inside an aluminum sample pan. Aheating rate of 10° 
C. per minute Was used for all thermal stability experiments. 
Alkali and Alkaline Earth Hydrosul?des from Hydroxide 
Precursors 
In this test, the anhydrous alkali hydrosul?des of NaSH, 
KSH, RbSH, and CsSH and the hydrated alkaline earth 
hydrosul?de of Ba(SH)2.xH2O Were synthesiZed from liquid 
H2S reactions With the corresponding hydroxides (0.5 to 3 g) 
of NaOH, KOH, RbOH, CsOH, and Ba(OH)2, respectively. 
Typically, these reactions Were done at room temperature 
(about 25° C.) With liquid H2S (7 to 21 g) at its vapor 
pressure of about 267 pounds per square inch (psia) for a 
period of Weeks (14 to 21 days). 
The reaction routes may be Written as folloWs: 
Wherein 02x28 and 0§y<10. 
The removal of the intercalated Water from the reaction 
products for the alkali hydrosul?des may be facilitated 
through vacuum drying, i.e. heating the samples about 100° 
C. With about 100 mTorr vacuum for a day. The products 
may be further puri?ed (if so desired) by repeating the H2S 
reaction procedure. In contrast, the intercalated Water for 
barium hydrosul?de proved to be dif?cult to remove, With 
out decomposing the hydrosul?de product. HoWever, anhy 
drous Ba(SH)2 may be produced from liquid H2S reactions 
With BaS. It is Worth mentioning that this processing route 
may have potential application for producing relatively pure 
hydrosul?de products at room temperature and these prod 
ucts are not readily available commercially. 
The dc. conductivity values as a function of temperature 
of the hydrated barium hydrosul?de phase, Which is closely 
linked to the presence of the intercalated Water for fast 
proton conductivity, can be observed betWeen 85° C. to 120° 
C. See, for example, FIG. 4, Which is an Arrhenius tem 
perature dependent plot of d.c. conductivity values for 
hydrated forms of speci?c hydrogen alkali thiogermanates, 
thiogermanic acids, and barium hydrosul?de in various 
embodiments of the present invention. Fast proton conduc 
tivity is realiZed beloW about 100° C. associated With 
presence of intercalated H2O. 
The dc. conductivity of the anhydrous alkali hydrosul?de 
phases are believed to be attributed to a free-proton transport 
mechanism and related to speci?c polymorphs as a function 
of temperature. See, for example, FIG. 5 Which is an 
Arrhenius temperature dependent plot of d.c. conductivity 
values for the heavy alkali hydrosul?des in embodiments of 
the present invention. The decrease in conductivity for KSH 
and RbSH betWeen 110° C. to 130° C. is associated With a 
?rst order phase transition. At higher temperatures, decom 
position is observed and alkali mobility is suspected (not 
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shoWn). As FIG. 5 shoWs, thermal decomposition is 
observed about 105° C. for Ba(SH)2 and about 550° C. for 
the heavy alkali sul?des. 
EXAMPLE 2 
Thiogermanic Acids from Oxide and Sul?de Precursors 
All test conditions Were as described above in Example 1. 
HoWever, in this test, anhydrous thiogermanic acids 
H4Ge4S l0 and H2Ge4S9 Were synthesiZed by reacting glassy 
GeS2 (0.5 g) or quartz-type GeO2 (0.5 to 3 g) With gaseous 
and liquid H2S. Typically, these reactions Were done at room 
temperature (about 25° C.) With liquid H2S (7 to 21 g) at its 
vapor pressure of about 267 psia. Higher temperature 
reactions, e.g., ~200° C., Were also performed With gaseous 
H2S. The reactions Were performed With and Without the 
addition of Water (0 to 57 mg) to the H2S. The reaction 
products Were found to vary as a function of the reaction 
time (3 to 84 days) and Water content. TWo reaction routes 
are noted: anhydrous and hydrous. 
The anhydrous reaction route may be Written as folloWs: 
The hydrous reaction route may be Written: 4GeO2 
(quartZ-type)+10H2SQH4Ge4SlO(adamantane-like).xH2O+ 
(8—x)H2OQH4Ge4S10(double-decker).yH2O+(8—y) 
H2OQH2Ge4S9(double-decker)+H2S+8H2O Wherein Oéx, 
y<9. 
The resulting reaction products Were the adamantane-like 
H4Ge4Sl0 thiogermanic acid, the double-decker H2Ge4S9 
thiogermanic acid, and the high temperature 3-D ot-GeS2. 
See FIG. 6, Which is an ORTEP draWing of the Ge4SlO4_ 
anion for the thiogermanic acid H4Ge4Sl0 shoWing 50% 
probability thermal ellipsoids, With H atoms omitted for 
clarity. The hydrous reaction route initially produced 
hydrous H4Ge4SlO.xH2O phases for both the adamantane 
like and double-decker structural units. The dc. conductiv 
ity values as a function of temperature of these hydrous 
phases Were closely linked to the presence of the intercalated 
Water (See FIG. 4). In fact, fast proton conductivity Was 
observed betWeen 0° C. to 100° C. 
The dc. conductivity of the anhydrous phases is believed 
to be attributed to a free-proton transport mechanism. See 
FIG. 7, Which is an Arrhenius temperature dependent plot of 
d.c. conductivity values for speci?c hydrogen alkali thioger 
manates in various embodiments of the present invention. 
Lines are draWn as guides for the eyes. As FIG. 7 shoWs, the 
adamantane-like H4Ge4Sl0 thiogermanic acid decomposed 
at approximately 250° C., Whereas the double-decker 
H2Ge4S9 thiogermanic acid decomposed at approximately 
360° C. 
EXAMPLE 3 
Thiomolybdic Acid from Oxide and Sul?de Precursors 
All test conditions Were as described above in Example 1. 
HoWever, in this test, a thiomolybdic acid, HXMoSZH/ZJFZ, 
Was synthesiZed from both hydrous and anhydrous reactions 
With liquid H2S, Wherein 12x22 and 0.5 222 1. The 
hydrous and anhydrous reactions Were performed using 
MoO3 (0.75 g) and MoS2 (0.75 g), respectively, as precursor 
materials With the commercially supplied H2S. These reac 
tions Were done at room temperature (about 25° C.) With 
liquid H2S (about 17 g) at its vapor pressure of about 267 
psia. The resulting reaction product appeared to be indepen 
dent of reaction time (14 to 84 days). 
US 7,018,604 B2 
15 
The anhydrous and hydrous reaction routes may be gen 
erally Written, respectively, as follows: 
Wherein 12x22 and 0.5 2221. 
The thiomolybdic acid reaction product appears to not 
only be an excellent proton conductor, but an excellent 
electron conductor as Well (With a Fermi level Within the d 
band gap) up to about 117° C. See FIG. 8, Which is an 
Arrhenius temperature dependent plot of d.c. conductivity 
values for the thiomolybdic acid in an embodiment of the 
present invention. Thermal decomposition Was observed 
above approximately 95° C., a corresponding decrease in 
conductivity Was associated With the loss of the mobile 
proton species as H2S. This compound may be dimolyb 
denim pentasul?de With intercalate H2S, i.e. 2Mo2S5.3H2S, 
or H2MoS4. Incoherent neutron scattering may be particu 
larly useful in characterizing the proton dynamics of this 
system. 
EXAMPLE 4 
Hydrogen Alkali Thiogermanates from Sul?de Precursors 
All test conditions Were as described above in Example 1. 
HoWever, in this test, anhydrous compounds of the form 
H,€M4_,€Ge4S1O (M=K and Rb) and HxCs4_xGe4S1O.yH2S for 
0<x§4 and Oéyél Were synthesized by reacting the 
respective alkali thiogermanate glass (0.5 to 0.75 g) or 
adamantane-like crystalline phase (0.5 to 0.75 g) With liquid 
H2S. These reactions Were done at room temperature (about 
25° C.) With liquid HZS (8 to 17 g) at its vapor pressure of 
about 267 psia. The resulting reaction product Was depen 
dent on reaction time (4 to 28 days), shorter times produces 
adamantane-like protonated cage structures, Whereas longer 
times produced unprotonated high temperature 3-D ot-GeS2 
crystal structures. 
The anhydrous reaction route may be Written as folloWs: 
For shorter reaction times, the reaction product Was 
hydrogen alkali thiogermanate. These protonate phases Were 
observed to thermally decompose around about 175° C.; 
beloW the decomposition, the ionic conductivity Was attrib 
uted to a free-proton transport mechanism. (See FIG. 7). 
Ionic conductivity is shoWn in regions With distinguishable 
proton mobility, and higher temperature mobility may be 
attributed to the alkali. Anomalous behavior is a function of 
thermal history and the decomposition process. 
EXAMPLE 5 
Composite Proton Conductors from Oxide and Sul?de Pre 
cursors 
All test conditions Were as described above in Example 1. 
HoWever, in this test, protonated glass-ceramics and ceram 
ics Were produced from liquid H2S reactions With various 
glassy and crystalline GeS2 compositions. Speci?c examples 
include 0.14 Ga2S3+0.86 GeS2 and 0.05 MoS2+0.95 GeS2 
materials that Were synthesized in evacuated silica tubes. 
These materials (about 0.5 g) Were then reacted at room 
temperature (about 25° C.) for extended time periods (14 to 
84 days) With H2S (8 to 17 g) at its vapor pressure of about 
267 psia. 
The resulting products had SiH groups formed associ 
ated With the Ge4S1O4_ and MoiS non-bridging sites. The 
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higher conductivity values associated With longer reaction 
times are a result of higher proton concentrations and 
decreased bonding energies. See, for example FIGS. 9 and 
10. FIG. 9 is anArrhenius temperature dependent plot of d.c. 
conductivity values for the 0.14Ga2S3+0.86GeS2+xH2S sys 
tem in an embodiment of the present invention. Higher 
proton conductivity values and more protonation, x, Were 
realized With increased reaction time With liquid H2S. The 
glassy precursor became a glass ceramic protonated product 
or membrane material after the reaction. FIG. 10 is an 
Arrhenius temperature dependent plot of d.c. conductivity 
values for the 0.05MoS2+0.95GeS2+xH2S system in an 
embodiment of the present invention. Higher proton con 
ductivity values and more protonation, x, Were realized With 
increased reaction time With liquid H2S. The glassy precur 
sor became a glass ceramic protonated product after the 
reaction. The trend of decreasing activation energy With 
increasing reaction time is also noticeable in FIGS. 9 and 10. 
To date, GeS2 compositions With the adamantane-like 
microstructure have been the most successful With regard to 
protonation and conductivity. Similar to oxide chemistries, 
perovskite-like microstructures of ABS3 (A=Ca, Sr, Ba, etc.; 
B=Zr, Ce, etc.) might also Work for trivalent anion doping, 
protonation, and conduction using a variety of starting 
chemistries and structures. 
EXAMPLE 6 
Mixed Protonated Sul?de Materials from Oxide Precursors 
All test conditions Were as described above in Example 1. 
HoWever, in this test, anhydrous compositions of the form 
HxMySZ (M=As, Sb, Bi, Ga, In, V, W; x<<1) Were produced 
from liquid H2S reactions With oxide precursors of As2O3, 
Sb2O3, Bi2O3, Ga2O3, In2O3, V205, and W03, respectivley. 
The oxide precursors (about 0.5 g) Were reacted at room 
temperature (about 25° C.) for extended times (7 to 21 days) 
With H2S (8 to 17 g) at its vapor pressure of about 267 psia. 
The resulting products from shorter reaction times typically 
had defect amounts of M4OiM and SiH groups noted 
from structural vibrational characterizations. Longer reac 
tion times tended to produce more homogenous sul?de 
phases. The removal of the intercalated Water from the 
reaction products may be facilitated through vacuum drying, 
i.e. heating the samples about 100° C. With about 100 mTorr 
vacuum for a day. The products may be further puri?ed (if 
so desired) by repeating the H2S reaction procedure. 
Conclusion 
The present invention provides neW compounds formed 
by reacting liquid hydrogen chalcogenides, for example, 
H2S, With chalcogenide precursors, for example, oxide, 
sul?de, and/or hydroxide compounds. To date, these neW 
compounds include thiogermanic acids and a thiomolybdic 
acid, although it is likely other neW chalcogenide-acids, as 
Well as other neW chalcogenide and hydrochalcogenide 
compounds can also be made using not only the aforemen 
tioned precursors, but also ?uoride, chloride, iodide and 
bromide precursors, as Well as any combination of precur 
sors. 
It is also possible to optimize chalcogenide host materials 
in terms of thermal and chemical stability into Which the 
greatest concentration of protons can be incorporated. Thus 
far, GeSZ-based materials have been the most successful, 
although the invention is not so limited. It is expected that 
several other chalcogenide materials Will also be successful. 
Proton conductivity in the glasses and glass-ceramic and 
ceramic membrane materials has been determined through 
impedance measurements as a function of temperature and 
frequency. DC polarization experiments have been used to 
determine the electronic verses ionic conductivity of the 



